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GLASS RAIL ELEVATION

FOR DESIGN INTENT ONLY,
NOT FOR INSTALLATION!

NOTES:
1. MATL: ALUMINUM EXTRUSIONS 6063—T5
POST EXTRUSIONS 6061-T6
2. FINISH: ESP BAKED POWDER COAT
5. COLOR: CUSTOMER TO SPECIFY
4. SHOP WELDED FABRICATION AND ASSEMBLY (U.N.)
5. FIELD VERIFICATION AND INSTALLATION BY WHITE ALUMINUM.
6. IRON—FREE, NON—SHRINK GROUT

© oo~

10.

7,000 PSI MIN.

ALL HARDWARE SHALL BE RUST RESISTANT AND COMPATIBLE.
MATERIAL SHALL BE AS REQUIRED BY DESIGN AND CALCULATIONS.
MATERIAL ORDER SHALL NOT COMMENCE UNTIL DRAWING
APPROVAL BY CUSTOMER.

RAIL FABRICATION SHALL COMMENCE AFTER FIELD DIMENSIONS

BY WHITE ALUMINUM.
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k2”
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x 2" MID—GLASS CHANNEL

~8” THK CLEAR TEMPERED GLASS

" BOTTOM GLASS CHANNEL

N
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42" MIN.
AF.F.

27 MAX E@

37 x 27 TOP CAP

21” x 2”7 MID—GLASS CHANNEL
7

S~ VINYL GLAZING BEAD

/ 3" THK CLEAR TEMPERED GLASS

v

/ ZWH |I—-BEAM INSERT, 12" H

/ VINYL GLAZING BEAD

23”7 SQ x 0.125 POST
MIN. 3%" EMBED

2” x 13" BOTTOM GLASS CHANNEL

ors” WEEP HOLE

EMBED

£.0.5:

4% x 4B" x 47
STYROFOAM SLEEVE
FILL W/ NON—SHRINK,
IRON—FREE HS GROUT

SECTION A-A

= .
Ln.'; E
o

o«

.| &
Bfg
z|Y
2| o
gy Y L
A| O <—( |
- |le X
W |¥ =2
Dgé
2|2
z
S |8
> |&
[
e
<
3
n
n
- S
g (0]
[
g =
3
h
Ol s
AQE 5
gl S|E L
HS[E m
Z|\|a

<4

Ofy &
- 4 =z
Id-s o
FAR-A B
Q| € | x
| /|R/ 3

0
<
u
?
o
-
Y
L
0
N
%
O L
=
o~
o
(e
< F o
o %
_ a3
=
[a'a = |
=
<€ d
ELT-LJI—‘
gz“g
N =
o
28°
™
=
-
=

TEL. 561-219-3245




