/7 FINISHED EXTERIOR WALL

4"
6)/, 273" 273" 3
PERFORATED DIVIDER
FOR DESIGN INTENT ONLY,
NOT FOR INSTALLATION!
NOTES:

1.

Oy WD

© 0N

10.

MATL: ALUMINUM EXTRUSIONS 6065—-T5

POST EXTRUSIONS 6061-T6
FINISH:  ESP BAKED POWDER COAT
COLOR:  CUSTOMER TO SPECIFY
SHOP WELDED FABRICATION AND ASSEMBLY (U.N.)
FIELD VERIFICATION AND INSTALLATION BY WHITE ALUMINUM.
IRON—FREE, NON—-SHRINK GROUT
/7,000 PSI MIN.
ALL HARDWARE SHALL BE RUST RESISTANT AND COMPATIBLE.
MATERIAL SHALL BE AS REQUIRED BY DESIGN AND CALCULATIONS.
MATERIAL ORDER SHALL NOT COMMENCE UNTIL DRAWING
APPROVAL BY CUSTOMER.
RAIL FABRICATION SHALL COMMENCE AFTER FIELD DIMENSIONS
BY WHITE ALUMINUM.

2%”SQ.X.W25 TUBE

1”sq. PICKET BOTH SIDES \ o)

2%”SQ.X.W25 TUBE

PERFORATED METAL

2%”SQ.><.W25 TUBE
4” EMBED

MCNICHOLS (S#919-09) \
[ 2? 72”

2%”SQ.M25 TUBE

4%" x 4%” x 47 DEEP
STYROFOAM SLEEVE
FILL W/ NON—SHRINK,
IRON—FREE HS GROUT
(SEE NOTE 13)

HIGH STRENTH GROUT
USE SIKA 428FS
minimum f'c of 12,500 PSI

P i i

Nl—

" HOLE FOR GROUT FILL
DRILL PRIOR TO PAINT.

SECTION A

TeEM# 1751011247

FLOOR TO CEILING
OPTION ALSO AVAILABLE

PERF. INFO
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